TETON COUNTY FIRE PROTECTION DISTRICT
P.O, BOX 474
911 North Hwy, 33
Driggs, I £3422

Marc Anderson, Fire Marshal
Phone: 208-354-2760
Fax: 208-354-2764

06 February 2012

Teton County Planning and Zoning
Attn: Kurt Moore

150 Courthouse Drive

Driggs, ID 83422

Re: Project Located at 7000 South, Victor — Victor Meetinghouse Driggs Idaho Stake

Mr. Moore,

An initial site plan review of the Victor Meetinghouse Driggs Idaho Stake project has been
conducted and following are stipulations that need to be followed at this point. Further detailed
requirements will be forthcoming during the plan review stage.

» Premises ldentification: Where applicable, streets shall be clearly identified and address
numbers shall be plainly legible and visible from the street or road. Address numbers
shall be a minimum of four inches high and the stroke width shall not be less than 0.5
inches.

»  Fire Flow Requirements: The required fire flow for this building shall be no less than
4,250 GPM for a duration of 4 hours.” This flow will require two hydrants.

»  Fire Hydrant Locations: Two
hydrants are required and shall
be located at the two entrances
to the parking lot. These
hydrants should be located as
indicated below and shall be
subject to the approval of the -
Fire Marshal.? ‘
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Fire Apparatus Access Roads: Provided the height of the structure not including the
steeple is less than 30’ from the lowest level of fire department vehicle access,
dedicated fire apparatus roads are not required.”*

Automatic Fire Sprinkler System: In conjunction with the Teton County Fire Protection
District, the automatic fire sprinkler system is subject to review and approval from the
State Fire Marshal’s Office and shall follow the sprinkler standards set forth in NFPA 13.
The Teton County Fire Protection District shall require the Fire Department Connection
to be located on the east side of the building with direct access from the parking lot.
Final location of the Fire Department Connection shall be approved by the local Fire
Marshal. Additionally, a wall mounted post indicating valve is required and shall be
located on the building, beside the Fire Department Connection.’

Fire Alarm System: The automatic sprinkler system shall be monitored by an alarm
system and shall follow the provisions of NFPA 72. The Fire Alarm System shall be
subject to review and approval from the Fire Marshal.®

Fire Extinguishers: Portable fire extinguishers rated at a minimum of 4-A: 20-B: C shall
be installed at each exit and in special hazard areas as approved by the Fire Marshal. A
K-class extinguisher shall be installed in the kitchen (if applicable).”

Automatic Fire Extinguishing System (if applicable): If a kitchen is planned for this
building, plans for a Class | Kitchen Hood Suppression system shall be submitted to the
Fire Marshal for review and approval.?

Key Box: The Fire District shall require the installation of an approved key box system.
The box shall contain keys to gain necessary access in the event of an emergency. The
appropriate key box information is available from the Fire District.’

If you have any further questions, please feel free to contact me at your convenience.

Sincerely,

‘/\\W /\/\/Vé//_ o

Marc Anderson
Fire Marshal
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