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REQUEST FOR QUALIFICATIONS 
LANDFILL CAP PROFESSIONAL ENGINEERING SERVICES 

ADDENDUM 1 
 
January 7, 2013 
 
 
TO: Interested Parties 
FROM: Jay T. Mazalewski, PE 
 
The following questions and clarifications have been submitted on the REQUEST FOR 
QUALIFICATIONS LANDFILL CAP PROFESSIONAL ENGINEERING SERVICES. The full 
question/comment is below with the response: 
 

1. Has groundwater contamination been detected in the groundwater monitoring samples 
obtained from the monitoring wells? 
No contaminates have been detected in the samples. 
 

2. In which Monitoring Wells has the contaminants been detected? 
No contaminates have been detected in the samples. 
 

3. What annual volume or flow rate of leachate has IDEQ determined to be acceptable from the 
Teton County Landfill. 
No acceptable volume/flow rate of leachate has been established by IDEQ.   
 

4. Who was the previous design firm? 
Nelson Engineering 
 

5. Who was the construction firm? 
High County Construction 
 

6. Who performed construction QA and QC? 
Nelson Engineering. 
  

7. Is the funding for the estimated project cost of $20,000 to $50,000 already secured?    
Teton County has the funding for the estimated engineering fees. 
 

8. Is that all the funding that is currently available for this project?   
Yes 
 

9. Will the grant that is to be prepared fund the design or future phases of work?  
To reduce the burden on the local taxpayers and the county, Teton County anticipates pursuing 
grants to fund the construction and additional design fees, if needed.  
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10. Was hydraulic properties testing performed on the soils used in the cover? Specifically, was 
moisture retention testing conducted? 
Some hydraulic testing was performed.  Water holding capacity tests were conducted on three 
soils sample of the existing cap. 
 

11. What model was used during the initial design effort to predict performance? 
HELP 3 
 

12. What types of monitoring are being used to estimate performance of the ET cover currently in 
place? 
No specific monitoring procedures are in place for determining the performance the existing ET 
Cover.  Leachate is observed seasonally through a perforated drain pipe that was not removed 
during the cap construction.  Monitoring wells are installed at various locations around the 
former landfill. 
 


